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Congratulations on purchasing your new A-TEC A12 shotgun silencer. 

The A-TEC A12 is a detachable silencer which can be fitted to any 12 gauge pump-action or semi-auto 
shot gun with an interchangeable choke system. It is designed to reduce the peak sound pressure by 
approximately 19 dB(C) so as to comply with the personal noise exposure limit set by European 
Directive 2003/10/EC (140 Pa or 137 dB(C)). 

The A12 silencer can be used with standard velocity ammunition, although the quietest operation will 
be with sub-sonic cartridges, especially when shooting ground game. The A12 is also an effective 
muzzle brake, due to the containment and deceleration of the muzzle blast. 

 
Warning: The A-TEC A12 is ONLY approved for wadded 12 ga. ammunition, 

max 42g. US #2 or smaller shot size. DO NOT use slugs or hand-loaded ammunition. 
 

Attachment instructions 
 

 
 

Prior to use of the A12, the choke must be mounted correctly in the silencer. If in doubt, please ask 
your gunsmith or armourer to help or show you how to do this. 

 Check that the two front screws and two back-end screws are tight and that there are no 
foreign objects inside the silencer. 

 Check that you have the correct choke by trying it gently by hand in your barrel. 
 Screw the A12 choke all the way into your barrel and tighten it with the choke key supplied. 
 Screw the lock nut all the way on the choke tube, with the flat surface away from the barrel 

(see picture above). 
 Gently screw the A12 silencer as far as it will go onto the choke tube. It has a fine thread so be 

careful not to cross-thread it. 
 Unscrew the silencer to the desired "clock" position - normally in line with the barrel rib. 
 Firmly tighten the lock nut against the silencer with the tool supplied. 
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Choke tubes 

The silencer is supplied as standard with one UK "half-choke" (aka US modified or Europe ***) choke 
tube. The following choke types are currently available: 

 Mobilchoke (Beretta, Benelli, Franchi, etc.) 
 Crio Plus (Benelli M2) 
 Invector (Mossberg, older Winchesters, Weatherby) 
 Invector Plus (Winchester, Browning) 
 Optima HP (Beretta) 
 Remington (870, 1100) 

 

Maintenance and  cleaning 

If in any doubt, please ask your gunsmith or armourer to demonstrate this procedure. 
 Unscrew the two screws on the front end of the A12 silencer with a 3 mm hex key. 
 Use your hand or a rubber/plastic mallet (gently) to push the inner tube until the back comes 

away from the sleeve. 
 Pull out the contents from the back. 
 Clean and lightly oil with WD-40®, ACF-50®, Corrosion-X®, or equivalent). 
 The procedure for reassembly is the reverse of disassembly. 

 

Safety 

 This manual is intended to complement, but not to vary or replace, the safety instructions issued 
by the manufacturer of the gun to which the silencer is fitted. 

 Please observe all usual safe gun handling precautions – just because a gun's noise and recoil are 
much reduced by a silencer doesn’t mean that it is any less lethal. 

 The pressure in a shot gun silencer momentarily reaches several hundred p.s.i. – do not fire a 
silenced shot gun with the muzzle any closer to any person than you would without the silencer. 

 

Warnings 

Overheating by sustained or rapid fire may cause premature erosion and internal damage, 
shortening the service life of the product. 

The A-TEC A12 is ONLY approved for wadded 12 ga. ammunition, max 42g. US #2 or smaller shot 
size. 

Do not use slugs or hand-loaded ammunition. 

Do wear appropriate eye and hearing protection - with semi-auto shot guns, a silencer may increase 
gas blowback through the action port as the cartridge case is ejected. If using a gun with this tendency, 
it is particularly important to wear shooting glasses to prevent powder particles from getting into your 
eyes. 

Please check periodically for the latest version of this manual at www.jacksonrifles.com 
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Warranty 

All A-TEC sound moderators are fully guaranteed against defects in materials or 

workmanship for two years from date of purchase. In the event of a warranty 

claim, the sound moderator must be returned to Jackson Rifles, carriage paid, 

together with proof of date of purchase and this warranty claim form, duly 

completed. Jackson Rifles' sole responsibility under this warranty shall be the 

repair or replacement of the sound moderator. 

This warranty does not cover wear and tear or damage caused by any 

unauthorised disassembly of the product. 

This warranty does not affect your statutory rights. 

 

Limited Lifetime Guarantee 

Any A-TEC sound moderator of current manufacture, regardless of age or 

condition, will be replaced or reconditioned to new, including a new Warranty, if 

returned to Jackson Rifles with payment equal to 60% of the current retail price. 

 

Please phone us for a returns number before sending your sound moderator! 

 

 Returns No.: ………………… 

 Name: ………………… 

 Address: ……………………………………………………………........ 

  ……………………………………………………………........ 

 City: ………………… Postcode: ………………… 

 Telephone No.: ………………… 

 FAC No.: ………………… Issued by: ………………… 

Moderator Model: ………………… Calibre: ………………… 

 Purchased from: ………………… Purchase date: ………………… 

Fitting checked by: ………………… Signature & date: ………………… 

 


